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Specifications

BW14 802.11 b/g/n Wi-Fi Module

BW14

Version：V 1.0
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Disclaimer and copyright notice

The information in this article, including the URL address for reference, is subject to change without
notice.The Documentation is provided "as is" without any warranty, including any warranties of
merchantability, fitness for a particular purpose, or non-infringement, and any warranties mentioned in the
proposal, specification or sample. This document is not responsible for any infringement of any patent rights
arising out of the use of the information in this document. No license, express or implied, by estoppel or
otherwise, is hereby granted.

The test data obtained in this paper are all obtained by B&T laboratory , and the actual results may be
slightly different.The Wi-Fi alliance membership mark is owned by the WiFi alliance.

All trade mark names, trademarks and registered trademarks mentioned herein are the property of their
respective owners and are hereby declared.
The final interpretation right is owned by Shenzhen B&T Technology Co., Ltd.

Note

The contents of this manual may be changed due to the version upgrade of the product or other reasons.
Shenzhen B&T Technology Co., Ltd. reserves the right to modify the contents of this manual without any
notice. This manual is only used as a guide, and Shenzhen B&T Technology Co., Ltd. makes every effort to
provide accurate information in this manual, but Shenzhen B&T Technology Co., Ltd. does not ensure that
the contents of the manual are completely true. All statements and information in this manual,and the
recommendations do not constitute for any warranty, express or implied.
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Document development / revision / revocation resume
Version Date Development/revision Development Approval

V1.0 2019.05.10 First edition Yiji Xie
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1.Product Overview

BW14 is a highly integrated Wi-Fi SOC module, the main chip is RTL8710BX a height

set single chip low power 802.11 n wireless local area network (WLAN) network

controller. And it will ARM-CM4F MCU、WLAN MAC、1T1R supported WLAN baseband and

RF integrated in one chip.BW14 integrated internal memory to achieve a complete

WIFI protocol function. Embedded Memory Configuration. For simple application

development.

The BW14 module adopts the WiFi chip design module of Realtek RTL8710 series,

which is suitable for small home appliance applications. This module does no need

to board design ,4 PIN wiring to achieve MCU end through WIFI penetration data

interaction to the cloud. This relatively independent module does not affect the

design of the main board circuit, only require to lead out the serial line, for

the space structure of the designer is very practical. It just needs wiring,

provides a lot of convenience for production installation or troubleshooting.

BW14 support 5 V of power supply, designers do not have to consider whether the

level of the 5 V MCU and whether compatible.

BW14 support on-board antenna and IPEX external antenna in complex application

network scenarios

Switching is very flexible, customers can choose a more suitable antenna scheme

according to actual requirements
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2.Characteristics

Wireless parts

Items Description

WIFI  802.11b/g/n W i-Fi SoC module

 Support UART interface

 DSSS with DBPSK and DQPSK, CCK Modulation and long

or short sequence to support multiple sleep modes

 Embedded Lwip and FreeRTOS

 Support STA/AP/STA+AP operating mode

 Support Smart Config/ wechat AirKiss One-click

distribution

 Generic AT instructions can be used quickly

 Support for local serial port upgrades and remote

firmware upgrades（FOTA）

 Support MQTT/TCP protocol to use cloud（second

develop）
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Security parts

Items Description

CPU RTL8710BX

External interface UART

Security mechanisms WPA/WPA2

Upgrade firmware UART Download/OTA(Network connection)

Software

development

SDK

Internet protocol IPv4、TCP/UDP/HTTP/MQTT

User configuration AT+command set, cloud server

3.Applications

 Home appliances

 home automation, intelligent socket, intelligent lamp

 Industry line control
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4.Main parameters

5.Block Diagram
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6.Electrical parameters

1) DC Characteristics

Power consumption

(typical value)

Power supply 12 V ，10 mA, Peak :50 mA

ESD Protection 2000 V

BW14 series modules are Electrostatic Sensitive Devices and require special precautions while handling.

ESD precautions:

The BW14 module are electrostatic sensitive devices (ESD) and require special ESD precautions
applied to ESD sensitive components. Proper ESD handling and packaging procedures must be applied
throughout the processing, handling, transportation and operation of any application that incorporates
the BW14 module. Don’t touch the module by hand or solder with non-anti-static soldering iron to
avoid damage to the module.
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2)RF parameters (IEEE802.11b)

3)RF parameters (IEEE802.11g)

4)RF parameters （IEEE802.11n(BW20_MCS7)）
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7.Package Size and Pin Definition
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8.Design guidance

1) Power reference design: current greater than 5 V, less than 12 V
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2)Module placement on the motherboard (see below):1, the recommended antenna part beyond

the motherboard edge ;2, antenna part PCB hollowed;

9.Reflow soldering curve
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10.Package information
BW14 is in electrostatic bag packing.
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